CONNECTION DIAGRAM

Camera interface for BMW NBT-EVO head unit

Model No. : PAS-BM-1914P
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Connect to OEM screen

DIP switch settings

Provided LVDS Cable

OEM LVDS Cable

®

Rear camerain/
Front camerain/
Video-3 (DVR) in

‘ ACC 12V out, supply power for external A/V device

Reverse detect, connect to reversing light if "camera
12V out" does not output 12V when shifting to R gear

camera 12V out,supply power for rear camera

NOTE! Front camera in and video-3 (DVR) in
will be invalid while using reverse detect cable
for activating the reversing camera.

' OEM quadlock
H connector

How to adjust parking guideline position

EVO 8.8 inch with factory camera

OFF OFF

EVO 8.8 inch without factory camera

ON | OFF | OFF
A

v
EVO 6.5 inch OAFF oiF ON
EVO 10.25 inch %N OVN OVN
2019 x1 with EVO 10.25 inch %\l OiF ON

Disable PDC

Enable PDC

5 Disable parking guideline

Enable parking guideline

Disable front camera for 10s
7 automatically after shifted
from “R” gear

Disable F-cam

Some common DIP shortcuts

Aftermarket rear
camera (CAN bus / / A
control) OFF OFF OFF OFF
Aftermarket rear OFF OFF OFF OFF ON
camera (reversing lights A A A A v
control)
ON ON ON
Factory rear camera | ~ on B B
OFF \% ofF | o |V

NOTE! This function is not available for car with OEM rear
camera or 6.5-inch screen.

1. Set DIP #4 and #6 to ON

2. Shift to R gear

3. Press "MENU" button and hold more than 20S

4. Rotate iDrive joystick to move parking guideline horizontal position
5. Press "MENU" and hold more than 20S again

6. Rotate iDrive joystick to move parking guideline vertical position.
7. It will save after exiting R gear

How to display video-3:

Press and hold "MENU" button
on iDrive joystick for 2S to
display external video.



